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Features and Benefits Warranty

Top quality LED from Cree and Nichia 3 years

Energy savings: 5W total power consumption for MR16 version

                        8W total power consumption for PAR20 version Life, Reliability and Lumen Maintenance

High luminous intensity and reliability

Long lifetime: 50,000 hrs w 70% light output at 25ºC

Wide operating temperature: -20ºC to +40ºC

Wide variety of quality optics to choose from satisfies any lighting application

Beam angles: 2θ1/2º (8º, 16º, 21º, 31º, 40º, 88º)

Driver’s power efficiency 75 to 85%

Long Life of Components: Over 50,000 hrs under 80ºC

High CRI: >75

No UV and no IR emitted

Technical Performance

CODE COLOR LAMP BASE LED BRAND LED QTY
BEAM

ANGLE
C.R.I

POWER

CONSUMPTION

INPUT

VOLTAGE

OPERATING

TEMPERATURE

20240077 RGB GU5.3 Cree 3x1.3W 88° >75 5W DC12V  -20º to +40ºC

20240088 RGB E27 Cree 3X2.5W 31° >75 8W 100-120V  -20º to +40ºC

20240047 RGB E27 Cree 3X2.5W 31° >75 8W 200-240V  -20º to +40ºC

20240089 RGB E27 Ever light 6x1.3W 88° >75 8W 100-120V  -20º to +40ºC

20240048 RGB E27 Ever light 6x1.3W 88° >75 8W 200-240V  -20º to +40ºC

20240049 Controller

REFERENCE

I-PAR20E27-3X2.5W-

31degCr-RGB(AC100-120V)

I-MR16GU5.3-3X1.3W-

88degCr-RGB(ACDC12V)

I-PAR20E27-3X2.5W-

31degCr-RGB(AC200-240V)

I-PAR20E27-6X1.3W-88degEl-

RGB(AC100-120V)

I-PAR20E27-6X1.3W-88degEl-

RGB(AC200-240V)

I-REMOTE CONTROL
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Color Key Define

IR remote control function

W: Mixed White color

WW: Mixed warm white color

OFF: LED off control

ON: LED on control ( return to last before Off mode )

R: 100% red color

G: 100% green color

B: 100% blue color

Bright: At W/WW mode 100% 80% 60% brightness select control

Flash: All fixed colors change per 1sec. start from green color

Strobe: All fixed colors change per 5sec. start from green color

Fade: All fixed colors smooth change per 3sec. start from green color

Smooth: All fixed colors change per 5sec. start from green color

AC line switch control

1. After power on, and then power off, power on again, step to next color mode.

2.Total 20 modes to d AC power line control color change, from RED color to all fixed colors mode and

then Flash/Strobe/Fade/Smooth then recycle to RED.

3. Every power off and then power on again then got to next function color mode.

There is no max quantity for the RGB lamps controller,  but there are two things need to be advised 

You have to control the RGB for " the same direction". 

The distance would be 3~5 M 
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Dimensions & Packaging

MR16

PAR20
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Fixture Compatibility

T-type series MR 16 or PAR20 can not be installed in sealed fixtures.

T-type series MR 16 or PAR20 can not be installed in outdoor fixtures.

T-type series MR or PAR20 are not designed for use in wet environment.

Safety and environment specifications

T-type series MR 16 or PAR20 can not install in a fixture which an integral primary optics to focus the light.

T-type Series MAR 16 and PAR20 RGB bulbs are manufactured to conform to the

following safety criteria for GS, E.M.C, S-Mark, FCC, approbations & RoHS:

The T-type series MR16 or PAR20 color changing lamps are not compatible with all MR 16 or

PAR20 fixtures. Before installation, please read following guidelines:
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